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161.002–9 Automatic fire detecting system, 
power supply. 

161.002–10 Automatic fire detecting system 
control unit. 

161.002–12 Manual fire alarm systems. 
161.002–14 Watchman’s supervisory systems. 
161.002–15 Sample extraction smoke detec-

tion systems. 
161.002–17 Equivalents. 
161.002–18 Method of application for type ap-

proval. 

Subpart 161.006—Searchlights, Motor 
Lifeboat, for Merchant Vessels 

161.006–1 Applicable specifications. 
161.006–2 Type. 
161.006–3 Materials and workmanship. 
161.006–4 Requirements. 
161.006–5 Sampling, inspections and tests. 
161.006–6 Procedure for approval. 

Subpart 161.008 [Reserved] 

Subpart 161.010—Floating Electric 
Waterlight 

161.010–1 Incorporation by reference. 
161.010–2 Design, construction, and test re-

quirements. 
161.010–3 Inspections and methods of test. 
161.010–4 Procedure for approval. 

Subpart 161.011—Emergency Position 
Indicating Radiobeacons 

161.011–1 Purpose. 
161.011–5 Classes. 
161.011–10 EPIRB approval. 

Subpart 161.012—Personal Flotation Device 
Lights 

161.012–1 Scope. 
161.012–3 Definitions. 
161.012–5 Approval procedures. 
161.012–7 Construction. 
161.012–9 Performance. 
161.012–11 Approval tests. 
161.012–13 Production tests and inspections. 
161.012–15 Markings. 
161.012–17 Instructions. 

Subpart 161.013—Electric Distress Light for 
Boats 

161.013–1 Applicability. 
161.013–3 General performance require-

ments. 
161.013–5 Intensity requirements. 
161.013–7 Signal requirements. 
161.013–9 Independent power source. 
161.013–11 Prototype test. 
161.013–13 Manufacturer certification and 

labeling. 
161.013–17 Manufacturer notification. 

AUTHORITY: 46 U.S.C. 3306, 3703, 4302; E.O. 
12234, 45 FR 58801, 3 CFR, 1980 Comp., p. 277; 
Department of Homeland Security Delega-
tion No. 0170.1. 

Subpart 161.001 [Reserved] 

Subpart 161.002—Fire-Protective 
Systems 

SOURCE: CGFR 56–39, 21 FR 9032, Nov. 21, 
1956, unless otherwise noted. 

§ 161.002–1 Incorporation by reference. 
(a) Certain material is incorporated 

by reference into this subpart with the 
approval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in paragraph 
(b) of this section, the Coast Guard 
must publish notice of change in the 
FEDERAL REGISTER; and the material 
must be available to the public. All ap-
proved material is available for inspec-
tion at the National Archives and 
Records Administration (NARA), and 
at the U.S. Coast Guard, (G-MSE), 2100 
Second Street SW., Washington, DC 
20593–0001, and is available from the 
sources indicated in paragraph (b) of 
this section. For information on the 
availability of this material at NARA, 
call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) The material approved for incor-
poration by reference in this subpart 
and the sections affected are as follows: 

AMERICAN BUREAU OF SHIPPING (ABS) 
American Bureau of Shipping (ABS), ABS 

Plaza, 16855 Northchase Drive, Houston, TX 
77060. 

Rules for Building and Classing Steel Ves-
sels, 1996—161.002–4(b). 

AMERICAN SOCIETY FOR TESTING AND MATE-
RIALS (ASTM) 

100 Barr Harbor Drive, West Conshohocken, PA 
19428–2959. 

ASTM B 117–97, Standard Practice for Op-
erating Salt Spray (Fog) Apparatus— 
161.002–4 

FACTORY MUTUAL ENGINEERING AND RE-
SEARCH (FMER) 

Factory Mutual Engineering and Research, 
ATTN: Librarian, 1151 Boston-Providence 
Turnpike, Norwood, MA 02062. 

Class Number 3150: Audible Signal Devices, 
December, 1974—161.002–4(b). 
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Class Number 3210: Thermostats for Auto-
matic Fire Detection, July, 1978—161.002– 
4(b). 

Class Number 3230–3250: Smoke Actuated 
Detectors for Automatic Fire Alarm Sig-
naling, February, 1976—161.002–4(b). 

Class Number 3260: Flame Radiation Detec-
tors for Automatic Fire Alarm Signaling, 
September, 1994—161.002–4(b). 

Class Number 3820: Electrical Utilization 
Equipment, September, 1979—161.002–4(b). 

INTERNATIONAL ELECTROTECHNICAL COMMIS-
SION (IEC) 

International Electrotechnical Commission, 1, 
Rue de Varembe, Geneva, Switzerland. 

IEC 533, Electromagnetic Compatibility of 
Electrical and Electronic Installations in 
Ships, 1977—161.002–4(b). 

INTERNATIONAL MARITIME ORGANIZATION 
(IMO) 

International Maritime Organization, Publica-
tions Section 4 Albert Embankment, London 
SE1 7SR, United Kingdom. 

International Convention for the Safety of 
Life at Sea, 1974 (SOLAS 74) Consolidated 
Edition (Including 1992 Amendments to 
SOLAS 74, and 1994 Amendments to 
SOLAS 74), 1992—161.002–4(b). 

NATIONAL FIRE PROTECTION ASSOCIATION 
(NFPA) 

National Fire Protection Association, 1 
Batterymarch Park, Quincy, MA 02269. 

NFPA 72, National Fire Alarm Code, 1993— 
161.002–4(b). 

LLOYD’S REGISTER OF SHIPPING (LR) 
Lloyd’s Register of Shipping, ATTN: Publica-

tions, 17 Battery Place, New York, NY 
10004–1195. 

LR Type Approval System; Test Specifica-
tion Number 1, 1990—161.002–4(b). 

UNDERWRITERS LABORATORIES, INC. (UL) 
Underwriters Laboratories, Inc., 12 Laboratory 

Drive, Research Triangle Park, NC 27709– 
3995. 

UL 38, Standard for Manually Actuated 
Signaling Boxes for Use with Fire-Pro-
tective Signaling Systems, 1994—161.002– 
4(b). 

UL 268, Standard for Smoke Detectors for 
Fire Protective Signaling Systems, 1989 
(including revisions through June 1994)— 
161.002–4(b). 

UL 521, Standard for Heat Detectors for 
Fire Protective Signaling Systems, 1993 
(including revisions through October 
1994)—161.002–4(b). 

UL 864, Standard for Control Units for 
Fire-Protective Signaling Systems, 1991 
(including revisions through May 1994)— 
161.002–4(b). 

[CGD 94–108, 61 FR 28291, June 4, 1996; 61 FR 
36787, July 12, 1996; 62 FR 23910, May 1, 1997; 
CGD 97–057, 62 FR 51049, Sept. 30, 1997; USCG– 
1999–5151, 64 FR 67185, Dec. 1, 1999; USCG– 
2000–7790, 65 FR 58464, Sept. 29, 2000; 69 FR 
18803, Apr. 9, 2004] 

§ 161.002–2 Types of fire-protective sys-
tems. 

(a) General. Fire-protective systems 
covered by this subpart shall include, 
but not be limited to, automatic fire 
and smoke detecting systems, manual 
fire alarm systems, sample extraction 
smoke detection systems, watchman’s 
supervisory systems, and combinations 
of these systems. 

(b) Automatic fire detecting systems. 
For the purpose of this subpart, auto-
matic fire and smoke detecting sys-
tems will be considered to consist of 
normal and emergency power supplies, 
a fire detecting control unit, fire detec-
tors, smoke detectors, and audible and 
visual alarms distinct in both respects 
from the alarms of any other system 
not indicating fire. 

(c) Manual fire alarm systems. For the 
purpose of this subpart, manual fire 
alarm systems will be considered to 
consist of normal and emergency power 
supplies, a fire alarm control unit, 
manual fire alarm boxes, and audible 
and visual alarms distinct in both re-
spects from the alarms of any other 
system not indicating fire. Manual fire 
alarm systems are usually combined 
with automatic fire detecting systems. 

(d) Sample extraction smoke detection 
systems. For the purpose of this sub-
part, Sample extraction smoke detec-
tion systems will be considered to con-
sist of a control unit, a blower box, and 
a piping system to conduct air samples 
from the protected spaces to the con-
trol unit. 

(e) Watchman’s supervisory systems. 
For the purpose of this subpart, a 
watchman’s supervisory equipment 
will be considered to be apparatus, ei-
ther electrical or mechanical, used to 
verify the presence of watchmen and 
the regular performance of their as-
signed duties. 

[CGFR 56–39, 21 FR 9032, Nov. 21, 1956, as 
amended by CGFR 70–143, 35 FR 19966, Dec. 
30, 1970; CGD 94–108, 61 FR 28292, June 4, 1996] 

§ 161.002–3 Materials and workman-
ship. 

(a) Suitability. All materials used in 
the construction of fire-protective 
equipment shall be of the quality best 
suited for the purpose intended. 
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(b) Materials covered by reference speci-
fications. Where specifications are re-
ferred to for a given material, it is in-
tended to require that the quality of 
material used shall be at least equal to 
that covered in the reference specifica-
tions. 

[21 FR 9032, Nov. 21, 1956, as amended by CGD 
94–108, 61 FR 28292, June 4, 1996] 

§ 161.002–4 General requirements. 

(a) Introduction. The purpose of fire- 
protective systems is to give warning 
of the presence of fire in the protected 
spaces. To meet this end, the basic re-
quirements of the fire-protective sys-
tems are reliability, sturdiness, sim-
plicity of design, ease of servicing, and 
the ability to withstand shipboard 
shock and vibration and the adverse ef-
fects of sea humidity. 

(b) Standards. (1) All fire-protective 
systems must be designed, constructed, 
tested, marked, and installed according 
to the applicable standards under 
§ 161.002–1 and subchapter J (Electrical 
Engineering) of this chapter. 

(2) All systems must be listed or cer-
tified as meeting these standards by an 
independent laboratory that is accept-
ed by the Commandant under part 159 
of this chapter for the testing and list-
ing or certification of fire detection 
equipment and systems. 

(3) All parts of the system must pass 
the environmental tests for control and 
monitoring equipment in either ABS 
Rules for Building and Classing Steel 
Vessels Table 4/11.1 or pass the Cat-
egory ENV3 tests of Lloyd’s Register 
Type Approval System, Test Specifica-
tion Number 1, as appropriate. 

(4) Those parts of the system that are 
to be installed in locations requiring 
exceptional degrees of protection (de-
fined in § 110.15–1 of this chapter) must 
also pass the salt spray (mist) test in 
either ABS Rules for Building and 
Classing Steel Vessels Table 4/11.1; 
Lloyd’s Register Type Approval Sys-
tem, Test Specification No. 1; or ASTM 
B 117 (incorporated by reference, see 
§ 161.002–1) with results as described in 

corrosion-resistant finish in § 110.15–1 of 
this chapter. 

[21 FR 9032, Nov. 21, 1956, as amended by CGD 
94–108, 61 FR 28292, June 4, 1996; 62 FR 23910, 
May 1, 1997; USCG–2000–7790, 65 FR 58464, 
Sept. 29, 2000; USCG–2004–18884, 69 FR 58350, 
Sept. 30, 2004] 

§ 161.002–8 Automatic fire detecting 
systems, general requirements. 

(a) General. An automatic fire detect-
ing system shall consist of a power sup-
ply; a control unit on which are located 
visible and audible fire and trouble sig-
nalling devices; and fire detector cir-
cuits, as required, originating from the 
control unit. Power failure alarm de-
vices may be separately housed from 
the control unit and may be combined 
with other power failure alarm systems 
when specifically approved. 

(b) [Reserved] 

[21 FR 9032, Nov. 21, 1956, as amended by CGD 
94–108, 61 FR 28292, June 4, 1996] 

§ 161.002–9 Automatic fire detecting 
system, power supply. 

The power supply for an automatic 
fire detecting system must meet the 
requirements of § 113.10–9 of subchapter 
J (Electrical Engineering Regulations) 
of this chapter. 

[CGD 74 FR 125a, 47 FR 15279, Apr. 8, 1982] 

§ 161.002–10 Automatic fire detecting 
system control unit. 

(a) General. The fire detecting system 
control unit shall consist of a dripproof 
enclosed panel containing visible and 
audible fire alarm signalling devices, 
visible and audible trouble alarm sig-
nalling devices, visible and audible 
power failure alarm devices, power sup-
ply transfer switch, charging equip-
ment when employed, and overcurrent 
protection for power supplies. 

(b) Fire alarms—(1) General. The oper-
ation of a fire detecting and alarm sys-
tem must cause automatically— 

(i) The sounding of a vibrating type 
fire bell with a gong diameter not 
smaller than 15 cm (6 inches) or other 
audible alarm that has an equivalent 
sound level and that is mounted at the 
control unit and at the remote annun-
ciator panel, when provided; 

(ii) The sounding of a vibrating type 
fire bell with a gong diameter not 
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smaller than 20 cm (8 inches) or other 
audible alarm that has an equivalent 
sound level and that is located in the 
engine room; and 

(iii) an indication of the fire detect-
ing zone from which the signal origi-
nated, visible at the control unit and 
at the remote annunciator panel, when 
provided; 

(2) Maintaining alarm. The audible 
and visible alarms resulting from the 
operation of a fire detector having self- 
restoring contacts shall be maintained 
automatically by the control unit until 
a resetting device is operated manu-
ally. 

(3) Silencing audible alarm. Manual 
means shall be provided at the control 
unit to silence the audible fire alarms, 
but operation of the audible fire alarm 
device shall permit the visible fire 
alarm to remain until manually reset 
as described in paragraph (b)(2) of this 
section. 

(4) Non-interference. The control unit 
shall be so arranged as to permit one or 
any number of fire alarms simulta-
neously, and an alarm on one circuit 
shall not interfere with the normal op-
eration of any other circuit, except 
that the audible fire alarms, when si-
lenced by the means provided by para-
graph (b)(3) of this section, need not 
sound upon receipt of succeeding sen-
sor signals. 

(5) Source of energy. The source of en-
ergy for the alarms referred to in this 
paragraph shall be the ‘‘normal 
source’’. On a system supplied by dupli-
cate storage batteries, the ‘‘normal 
source’’ shall be construed to mean 
that part of the supply circuit on the 
load side of the battery transfer switch 
and fuses. On a system supplied by a 
branch circuit the ‘‘normal source’’ 
shall be construed to mean the load 
side of any transformer or rectifier em-
ployed to modify the nature or mag-
nitude of the supply potential. 

(c) Electrical supervision—(1) Circuits. 
The circuits formed by conductors ex-
tending from the control unit to the 
fire detectors of each zone shall be 
electrically supervised. 

(2) Normal source. The normal source 
of energy to the control unit shall be 
electrically supervised. 

(3) Audible fire alarms. The engine 
room audible fire alarm shall be elec-
trically supervised. 

(d) Power failure alarms—(1) Loss of 
potential. The loss of potential from a 
supervised normal source of energy 
automatically shall be indicated at the 
control unit by the sounding of an au-
dible power failure alarm. The source 
of energy for the alarm shall be the 
emergency power source. The source of 
energy for the alarm of a system sup-
plied by duplicate storage batteries 
shall be the storage battery being 
charged. 

(2) Silencing audible alarm. Means 
shall be provided at the control unit to 
silence the audible power failure alarm 
by transferring the signal to a visible 
indicator which shall remain until the 
silencing means is restored to its nor-
mal position. 

(e) Trouble alarms—(1) Open Circuit. 
An open circuit occurring in either su-
pervised circuit covered by paragraph 
(c) (1) or (3) of this section shall auto-
matically be indicated at the control 
unit by the sounding of an audible 
trouble alarm and by a visual indicator 
showing the circuit or zone from which 
the signal originated except that on 
systems employing closed-circuit se-
ries connected detectors, an open cir-
cuit in the zone wiring may cause a fire 
alarm. 

(2) Silencing audible alarm. Manual 
means shall be provided at the control 
unit to silence the audible alarm. Oper-
ation of the silencing means shall per-
mit the visible alarm to remain until 
the trouble has been corrected. 

(3) Non-interference. The control unit 
shall be so arranged as to permit one or 
any number of trouble alarms simulta-
neously, and an alarm on one circuit 
shall not interfere with the normal op-
eration of any other circuit, except 
that the audible trouble alarm, when 
silenced by the means provided by 
paragraph (e)(2) of this section, need 
not sound on receipt of succeeding 
trouble signals. 

(4) Source of energy. The source of en-
ergy for the trouble alarms required by 
this paragraph shall be the normal 
source as defined in paragraph (b)(5) of 
this section. 
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(f) Circuit testing—(1) Fire alarm and 
trouble alarm test. Means shall be pro-
vided at the control unit for individ-
ually testing each fire detecting zone 
circuit. The testing means shall be ca-
pable of simulating a fire condition and 
a trouble condition. 

(2) Ground test. Means shall be pro-
vided at the control unit for manual 
testing of each individual fire detect-
ing zone circuit for the presence of 
grounds. Systems whose normal source 
of supply is derived from a circuit from 
the ship’s alternating-current tem-
porary emergency bus shall be provided 
with a two-winding transformer in the 
supply circuit and located in the con-
trol unit to isolate electrically the fire 
detecting system from the ship’s elec-
trical system. 

(g) Power supply transfer switch. An 
automatic transfer switch with no 
‘‘off’’ position shall be provided in the 
control unit for selecting the source of 
power, except that systems employing 
duplicate storage batteries may be pro-
vided with a manual transfer switch. 

(1) Automatic transfer switch. Upon re-
duction of potential from the normal 
power source of 15 to 20 percent, the 
automatic fire detection system shall 
automatically be disconnected from 
the normal source and connected to the 
emergency source. Upon restoration of 
potential from the normal source of 85 
to 95 percent of normal values, the 
automatic fire detection system shall 
automatically be transferred back to 
normal source. 

(2) Manual transfer switch. Automatic 
fire detecting systems employing du-
plicate storage batteries as the power 
supplies shall be provided with a man-
ual transfer switch with no ‘‘off’’ posi-
tion to select the battery to supply the 
system and the battery to be charged. 

(h) Automatic fire detecting system, bat-
tery charging and control—(1) General. 
Automatic fire detecting systems em-
ploying duplicate storage batteries as 
the power supply shall be provided with 
battery charging and control facilities 
as specified by this paragraph. 

(2) Transfer switch. A manual transfer 
switch shall be provided in accordance 
with paragraph (g)(2) of this section. 

(3) Voltmeter and voltmeter switch. A 
voltmeter and a voltmeter switch shall 
be provided at the control unit and 

connected to read (i) voltage of battery 
supplying system and (ii) voltage of 
battery on charge. 

(4) Ammeter. An ammeter shall be 
provided to indicate the charging cur-
rent to the battery on charge. 

(5) Reverse current protection. An 
undervoltage or reverse current relay 
shall be provided to disconnect the bat-
tery on charge from the charging 
source in the event of loss of potential 
from the charging source unless re-
verse current flow is effectively 
blocked by a rectifier. 

(6) Resistors. Fixed and variable resis-
tors shall be provided to regulate the 
charging rate, together with a two-po-
sition switch to select between a nor-
mal charging rate and a high charging 
rate. 

(7) Overcurrent protection. The bat-
teries shall be protected against over-
current by fuses rated at not less than 
150 percent and not more than 200 per-
cent of the maximum normal battery 
load. 

(8) Location. The equipment required 
by this paragraph shall be located in or 
adjacent to the control unit. 

[CGFR 56–39, 21 FR 9035, Nov. 21, 1956, as 
amended by CGFR 70–143, 35 FR 19666, Dec. 
30, 1970; CGD 94–108, 61 FR 49691, Sept. 23, 
1996; USCG–2004–18884, 69 FR 58350, Sept. 30, 
2004] 

§ 161.002–12 Manual fire alarm sys-
tems. 

(a) General. A manual fire alarm sys-
tem shall consist of a power supply, a 
control unit on which are located visi-
ble and audible fire and trouble alarms, 
and fire alarm circuits as required 
originating from the control unit and 
terminating at manual fire alarm 
boxes. Power failure alarm devices may 
be separately housed from the control 
unit and may be combined with other 
power failure alarm systems when spe-
cifically approved. 

(b) Types. Manual fire alarm systems 
shall be one of the following types, or 
a combination of several types: 

(1) Manual fire alarm stations super-
imposed on and connected as an inte-
gral part of the fire detector circuit 
wiring of an automatic fire detection 
system. 

(2) Electrical system using manually 
operated fire alarm boxes. 
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(3) Other types as may be developed. 
(c) Power supply. The power supply 

shall be as specified for automatic fire 
detecting system by § 161.002–9. 

(d) Manual fire alarm system control 
unit. The manual fire alarm system 
control unit shall be as specified for 
automatic fire detecting systems by 
§ 161.002–10. 

[21 FR 9032, Nov. 21, 1956, as amended by CGD 
94–108, 61 FR 28292, June 4, 1996] 

§ 161.002–14 Watchman’s supervisory 
systems. 

(a) General. The watchman’s super-
visory system shall consist of appa-
ratus to verify the presence of watch-
men and the regular performance of 
their assigned duties. 

(b) Types. The watchman’s super-
visory systems shall be one of the fol-
lowing types, or a combination of sev-
eral types: 

(1) A mechanical system consisting of 
portable spring-motor-driven recording 
clocks in conjunction with key sta-
tions located along the prescribed 
routes of the watchmen to operate the 
clock recording mechanism. 

(2) An electrical system employing a 
recorder located at a central station in 
conjunction with key stations along 
the prescribed route of the watchmen. 

(3) Other types that may be devel-
oped. 

(c) Portable spring-motor-driven record-
ing clocks. (1) Each clock shall run for 
at least one week without rewinding 
and shall be substantially mounted and 
strongly encased. It shall be made so 
that the recordings cannot be seen 
without opening the case and so that 
the case cannot be opened without in-
dicating, by a distinctive recording, 
the time of opening and closing. 

(2) The records of the recording 
watch clock shall be legible and perma-
nent. 

(d) Key stations for use with portable 
recording watch clocks. (1) The key sta-
tion shall be of substantial construc-
tion and provided with a hinged cover. 
The key shall be attached to the sta-
tion by means of a strong link chain. 
The key stations shall be mounted in 
such a manner that they cannot be re-
moved without giving evidence of re-
moval. 

(2) Keys shall be made so that they 
are difficult to duplicate, and shall be 
of a pattern susceptible of variations 
tending to reduce the probability that 
a set of keys for one clock will operate 
other clocks. 

[21 FR 9032, Nov. 21, 1956, as amended by 
CGFR 59–7, 24 FR 3241, Apr. 25, 1959] 

§ 161.002–15 Sample extraction smoke 
detection systems. 

The smoke detecting system must 
consist of a means for continuously ex-
hausting an air sample from the pro-
tected spaces and testing the air for 
contamination with smoke, together 
with visual and audible alarms for indi-
cating the presence of smoke. 

[CGD 94–108, 61 FR 28292, June 4, 1996] 

§ 161.002–17 Equivalents. 
The Commandant may approve any 

arrangement, fitting, appliance, appa-
ratus, equipment, calculation, informa-
tion, or test that provides a level of 
safety equivalent to that established 
by specific provisions of this subpart. 
Requests for approval must be sub-
mitted to Commandant (G-MSE). If 
necessary, the Commandant may re-
quire engineering evaluations and tests 
to demonstrate the equivalence of the 
substitute. 

[CGD 94–108, 61 FR 28292, June 4, 1996] 

§ 161.002–18 Method of application for 
type approval. 

(a) The manufacturer must submit 
the following material to Commandant 
(G-MSE), U.S. Coast Guard Head-
quarters, 2100 Second Street SW., 
Washington, DC 20593–0001: 

(1) A formal written request that the 
system be reviewed for approval. 

(2) Three copies of the system’s in-
struction manual, including informa-
tion concerning installation, program-
ming, operation, and troubleshooting. 

(3) One copy of the complete test re-
port generated by an independent lab-
oratory accepted by the Commandant 
under part 159 of this chapter for the 
testing and listing or certification of 
fire-protective systems. A current list 
of these facilities may be obtained 
from the address in this section. 

(4) Three copies of a list prepared by 
the manufacturer that contains the 
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name, model number, and function of 
each major component and accessory, 
such as the main control cabinet, re-
mote annunicator cabinet, detector, 
zone card, isolator, central processing 
unit, zener barrier, special purpose 
module, or power supply. This list 
must be identified by the following in-
formation assigned by the manufac-
turer: 

(i) A document number. 
(ii) A revision number (the original 

submission being revision number 0). 
(iii) The date that the manufacturer 

created or revised the list. 
(b) The Coast Guard distributes a 

copy of the approved instruction man-
ual to the manufacturer and to the 
Coast Guard Marine Safety Center 
(MSC). 

(c) The manufacturer shall maintain 
an account of the equipment offered for 
approval. The list identification infor-
mation in paragraphs (a)(4)(i) through 
(a)(4)(iii) of this section appears on the 
Certificate of Approval and indicates 
the official compilation of components 
for the approved system. If the manu-
facturer seeks to apply subsequently 
for the approval of a revision (because 
of, for example, additional accessories 
becoming available, replacements to 
obsolete components, or a change in 
materials or standards of safety), 
changes to the approved list must be 
submitted for review and approval. 

(d) To apply for a revision, the manu-
facturer must submit— 

(1) A written request under para-
graph (a) of this section; 

(2) An updated list under paragraph 
(a)(4) of this section; and 

(3) A report by an independent lab-
oratory accepted by the Commandant 
under part 159 of this chapter for the 
testing and listing or certification of 
fire-protective systems indicating com-
pliance with the standards and compat-
ibility with the system. 

(e) If the Coast Guard approves the 
system or a revision to a system, it 
issues a certificate, normally valid for 
a 5-year term, containing the informa-
tion in paragraphs (a)(4)(i) through 
(a)(4)(iii) of this section. 

[CGD 94–108, 61 FR 28292, June 4, 1996, as 
amended by USCG–1999–6216, 64 FR 53228, Oct. 
1, 1999] 

Subpart 161.006—Searchlights, 
Motor Lifeboat, for Merchant 
Vessels 

SOURCE: CGFR 49–43, 15 FR 127, Jan. 11, 
1950, unless otherwise noted. 

§ 161.006–1 Applicable specifications. 

(a) The following specifications, of 
the issue in effect on the date motor 
lifeboat searchlights are manufactured, 
form a part of this subpart: 

(1) Navy Department specifications: 

42S5—Screws, machine, cap and set, and 
nuts. 

43B11—Bolts, nuts, studs, and tap-rivets (and 
materials for same). 

(2) Federal specification: 

QQ-B-611—Brass, Commercial; bars, plates, 
rods, shapes, sheets, and strip. 

(3) Standards of ASTM: 

ASTM B 117–97, Standard Practice for Oper-
ating Salt Spray (Fog) Apparatus—161.006– 
5 

ASTM B 456–95, Standard Specification for 
Electrodeposited Coatings of Copper Plus 
Nickel Plus Chromium and Nickel Plus 
Chromium—161.006–4 
You may obtain these standards from The 

American Society for Testing and Materials, 
100 Barr Harbor Drive, West Conshohocken, 
PA 19428–2959. 

(4) Underwriters’ Laboratories, Inc.: 

Standard for flexible cord and fixture wire, 
third edition, October, 1935. 

(b) Copies of the above specifications 
shall be kept on file by the manufac-
turer, together with the approved plans 
and certificate of approval. 

[CGFR 49–43, 15 FR 127, Jan. 11, 1950, as 
amended by USCG–1999–5151, 64 FR 67185, 
Dec. 1, 1999] 

§ 161.006–2 Type. 

(a) The motor lifeboat searchlight 
shall be of the incandescent type 
equipped with a lamp of approximately 
90 watts of proper voltage for use with 
the electric power installation of the 
lifeboat, usually a 12-volt radio storage 
battery. 

(b) [Reserved] 
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