DEAD SHIP TOW PROPOSAL

VESSEL PARTICULARS:
NAME: _________________________        

OFFICIAL#: ____________________
DISPLACEMENT: __________

LENGTH: ________________ 

BREADTH: _______________
GROSS TONS: ____________

DRAFT: _________________  

HEIGHT: ________________
NUMBER OF PERSONS ON BOARD: _________________
COI:    YES    //    NO        COI DATE:    _________________
DEPARTURE/ARRIVAL INFORMATION:
DATE/TIME DEPARTING: ______________________ 

DATE/TIME ARRIVING: _______________________
DEPARTURE PORT: ___________________________  

ARRIVAL PORT: _____________________________
TOTAL TIME ENROUTE: _______________________
ROUTE: ____________________________________
 

VESSEL SURVEY:
NUMBER OF ENGINES: _____________________        

OPERATIONAL:    YES    //    NO
NUMBER OF GENERATORS: __________________        

OPERATIONAL:    YES    //    NO
OTHER OPERATIONAL MACHINERY:    _________________________________________________________
NUMBER THRU HULL FITTINGS: ______________________________        

SEALED:    YES    //    NO
CONDITION:    __________________________________________________________________________________________________________________________________
NUMBER OF OPERATIONAL PUMPS: _____________________________        

CAPACITY: _________________
PIPING/VALVES SEALED OR BLANKED OFF:  ____________________
NUMBER OF RUDDERS: _________________        

SHAFTS: _______________    

LOCKED:    YES    //    NO
TYPE OF SHAFT SEAL: ____________________________________        

CONDITION: _____________________________________________
OIL PRODUCTION ONBOARD:       

AMOUNT: _______________        

TYPE:   _______________
BALLAST: ______________
OTHER POLLUTION THREATS:    _____________________________________________________________
LOOSE GEAR SECURED:        YES    //    NO
MEANS OF ACCESS TO VESSEL WHILE IN TOW: _____________________
TOWING PLAN: ________________________________________________
EQUIPMENT: __________________________________________________
TOW GEAR: ___________________________________________________
SIZE/LENGTH: ________________________________________________
BRIDLE ARRANGEMENT: _________________________________________
NUMBER OF TUGS USED: ________________________________________

HORSEPOWER:    __________________________________________________
TOWING VESSEL GUIDELINES: _______________________________________
LENGTH OF TOW (FEET)   FREEBOARD    #TUGS     MINIMUM TUG HP*
      < 500              < 21         2       1 > 2500,  1 > 2000
    500 - 600           21 - 30       2       1 > 3000,  1 > 2000
    600 - 700           31 - 40       3       1 > 3000,  2 > 2000
     OVER 700            > 41         4       1 > 3000,  3 > 2000

** (HP) HORSEPOWER IS DEFINED AS TOTAL BRAKE HORSEPOWER (BHP) OF THE TUG.
GENERAL RULE:  ONE TUG FOR EVERY 300 FT, BUT NO LESS THAN TWO TUGS IF TOW WILL BE IN CONFINED WATERS.   
 

NAVIGATION LIGHTS:
POWER SOURCE: ___________________________________________________
DESCRIBE LIGHTS: ________________________________________________
FIREFIGHTING EQUIPMENT: _________________________________________
LIFESAVING EQUIPMENT: ___________________________________________
 

MANNING:
TUGS: _______________________________________ 

DEAD SHIP: __________________________________
 

CERTIFICATES:
LOADLINE: ___________________________________

COFR: _______________________________________
USCG INSPECTION: ____________________________        

MARINE SURVEYOR RPT: ________________________
 

WEATHER INFORMATION:
___________________________________________________________________________________________________________________________________________________________________________________________________
 

VISIBILITY: (MIN. 2 MILES DURING DAYLIGHT)        YES    //    NO
33 CFR 160.215 REQUIRES THAT "WHENEVER THERE IS A HAZARDOUS CONDITION ONBOARD A VESSEL, THE OWNER, MASTER, AGENT, OR PERSON IN CHARGE SHALL IMMEDIATELY NOTIFY THE CAPTAIN OF THE PORT OR PLACE IN WHICH THE VESSEL IS LOCATED OF THE HAZARDOUS CONDITION.  HAZARDOUS CONDITION IS DEFINED AS "ANY CONDITION THAT COULD ADVERSELY AFFECT THE SAFETY OF ANY VESSEL, BRIDGE, STRUCTURE, OR SHORE AREA OR THE ENVIRONMENTAL QUALITY OF ANY PORT, HARBOR OR NAVIGABLE WATER OF THE UNITED STATES.  THIS CONDITION INCLUDES BUT IS NOT LIMITED TO FIRE, EXPLOSION, GROUNDING, LEAKING, DAMAGE, ILLNESS OF PERSON ONBOARD, OR MANNING SHORTAGE."  COTP PHILADELPHIA HAS DETERMINED THAT THE TOWING OF DEADSHIPS THROUGH THE PORT CONSTITUTES A HAZARDOUS CONDITION AND NOTIFICATION OF SUCH A CONDITION IS REQUIRED.
 

