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FM COMDT COGARD WASHINGTON DC//G-AWP//

TO AIG FOUR NINE SEVEN NINE

INFO COGARD PRO NEW ORLEANS LA

BN UNCLAS//N04336//

SUBJ:  47FT MLB WARRANTY ADVISORY 043

1.  THERE HAVE BEEN PROBLEMS REPORTED WITH THE FOUNDATION BOLTS USED TO MOUNT THE REDUCTION GEAR.  SEVERAL UNITS HAVE EXPERIENCED LOOSENING OF THESE BOLTS OVER A PERIOD OF TIME.  CRAFTS 47206 THROUGH 47275 ARE FITTED WITH 5/8” 316 STAINLESS STEEL BOLTS TO SECURE THE REDUCTION GEAR TO THE FOUNDATION.  BEGINNING WITH CRAFT 47276 TEXTRON IS USING GRADE 5, 5/8" NC STEEL BOLTS IN PLACE OF STAINLESS STEEL. 

2.  ALL UNITS ARE REMINDED TO CHECK THE GEAR'S MOUNTING BOLTS AS PER THE 47' MLB PMS MANUAL, MPC M-Q-3388.  THE STANDARD TORQUE SPEC FOR THE STAINLESS STEEL BOLTS IS 96-100 FT LBS.  THE TORQUE SPEC FOR THE NEW STEEL BOLTS IS 137-142 FT LBS.

3.  ADDITIONALLY, THE PMS MANUAL, MPC M-Q-3388 RECOMMENDS ALL UNITS WITH CRAFTS 47206 THROUGH 47275 REPLACE THEIR STAINLESS STEEL BOLTS WITH GRADE 5, 5/8" NC STEEL BOLTS. 

4. DIRECT ANY QUESTIONS TO LCDR B. BRASZ, G-AWP AT (202) 267-1371 OR EMAIL: BRASZ@COMDT.USCG.MIL
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