
U.S. Coast Guard Equipment List Tuesday, April 02, 2002 
Lifeboat Winch for Merchant Vessels 
 "Approved" items are approved for current manufacture - "Former May Use" items are no longer manufactured, but may continue in use 

 APPROVED           
 DAVIT INTERNATIONAL GMBH          
 160.015/185/- Type 02.09.01 single-drum rescue boat winch; maximum safe working load is   9 kN  
 (920 kg) pull at the drum.  

 ERNST HATECKE GMBH                
 160.015/183/- Type 12.22.04 hydraulic lifeboat winch, for use with type FFA 7.4M   free-fall lifeboat  
 launching appliance as secondary means of launching.  

 SCHAT-MARINE SAFETY CORPORATION   
 160.015/101/- Type 75G (7,500 lb. per fall)  

 160.015/103/- Type 55GH-MK III (5,500 lb. per fall)  

 160.015/110/- Type 35G-MK III (3,750 lb. per fall)  

 SOCIETE NOUVELLE ACEBI            
 160.015/190/- Type WELIN-ACEBI TR3-210 rescue boat winch; maximum safe working load 1,000 kg  
 on a single-part fall.  

 SURVIVAL SYSTEMS INTERNATIONAL    
 160.015/121/- Model W2800 survival capsule launching winch; maximum working load 15,000  lbs  
 on a single-part fall.  

 160.015/122/- Model W2801 survival capsule winch; single-fall (14,000 lb.)  

 160.015/124/- Model W5000 survival capsule launching winch; maximum working load 20,000  lbs  
 on a single-part fall.  

 160.015/127/- Model W1400 survival capsule launching winch; maximum working load   3,635 kg  
 (8,000 lb) on a single-part fall.  

 160.015/137/- Model W1403 survival capsule launching hydraulic winch; maximum launching load  
 5,000 kg (11,000 lb) on a single-part fall.  

 160.015/140/- Model W1402 survival capsule launching winch; maximum working load 11,000  lbs  
 on a single-part fall.  

 160.015/152/- Model W1402 high-speed survival capsule launching winch; maximum working load  
 5,000 kg (11,000 lb) on a single-part fall.  

 UMOE SCHAT-HARDING INC.           



 160.015/114/- Type BE 9.1 (10,192 lb. per fall)  

 160.015/118/- Type 55G-MK IV lifeboat winch; maximum working load 5000 kg pull at the drums  
 (2500 kg per fall).  

 WELIN LAMBIE LIMITED              
 160.015/189/- Type RB10WA life/rescue boat winch; maximum safe working load is 10125 kg on  
 2-part falls.  

 FORMER-MAY USE    
 C C GALBRAITH & SON, INC          
 160.015/1/- Type G, Size No. 1 (4,300 pounds per fall).  

 160.015/55/- Type HM, size 3 (2,850 pounds per fall) (for mechanical davits only using n ot more  
 than 4 wraps of 1/2 dia. wire rope). " 

 160.015/58/- Type GW (5,500 pounds per fall).  

 160.015/60/- Type MP-31 (2,000 pounds per fall) (for mechanical davits only using not mo re than 2 
  wraps of 7/16 diameter wire rope). " 

 160.015/65/- Type GW, size 40 (3,000 pounds per fall).  

 160.015/71/- Type PM, size 3 (2,850 pounds per fall) (for mechanical davits only using n ot more  
 than 4 wraps of 1/2 dia. wire rope). " 

 160.015/77/- Type HMG, size 4 (1, 800 pounds per fall) (for mechanical davits only using  4 wraps of 
  3/8 diameter wire rope). " 

 CARROLL ENGINEERING CO            
 160.015/89/- Type W-70-P (3,500 lbs  . per fall).  

 160.015/90/- Type CW-14 (6,250 lbs. per fall).  

 160.015/92/- Type CW-75 (3,750 lbs. per fall).  

 160.015/96/- Type CW-75-M (3,750 lbs. per fall).  

 DAVIT INTERNATIONAL GMBH          
 160.015/172/- Type 12.17.03 lifeboat winch; maximum safe working load 5,635 kg (12,400 lb) at the  
 drums using two-part falls.  

 160.015/173/- Type 18.18.02 life/rescue boat winch; maximum safe working load 6,000 kg (13,200  
 lb) at the drums using two-part falls.  



 160.015/174/- Type 04.17 series single-drum rescue boat winch; maximum safe working load 1330 kg 
  at the drum.  

 FRANK MORRISON & SON CO           
 160.015/13/- Type DM (1,920 pounds per fall)(for mechanical davits only).  

 LAKE SHORE, INC.                  
 160.015/102/- Models LS-111D and LS-111E (11,000 lbs. per single fall).  

 160.015/106/- Model LS-555-DS, (5,500 pounds on a single fall).  

 160.015/107/- Model LS-111DS, (11,000 poun  ds on a single fall).  

 160.015/111/- Models LS-1711 E (18,000 lbs. per single fall).  

 160.015/112/- Models LS-111F (11,000 lbs. per single fall).  

 160.015/119/- Models LS-1818 (18,000 lbs. per single fall).  

 160.015/143/- Model CW-100M lifeboat winch.  Maximum working load 20,000 lbs pull at the drums  
 (10,000 lbs per fall).  

 160.015/99/- Carroll Type CW-75-M (3,750 lbs. per fall).  

 LANDLEY CO, INC                   
 160.015/2/- Type GH-6 (2,370 lb per fall) for mechanical davits only.  

 160.015/3/- Type BSH-10 (8,000 lb per fall).  

 160.015/37/- Type WH-15 (6,250 pounds per fall).  

 160.015/4/- Type WH-10 (2,200 pounds per fall) (for mechanical davits only).  

 160.015/46/- Type WH-10, Size 6 (3,000 pounds per fall) (for mechanical davits only).  

 160.015/5/- Type WH-5 (3,000 pounds per fall) (for mechanical dav  its only).  

 LANE MARINE TECHNOLOGY, INC       
 160.015/10/- Type H. W. -10.5 (1,750 pounds per fall) (for mechanical davits only).  



 160.015/6/- Type S. E. W. -19-Q.R. (3,170 pounds per fall).  

 160.015/7/- Type S. E. W. -10 (1,667 pounds per fall) (for mechanical davits only).  

 160.015/70/- Type H-68 RA (3,400 pounds per fall).  

 160.015/8/- Type S. E. W. -19 (4,000 pounds per fall).  

 160.015/85/- Type B-75 (3,750 pounds per fall).  

 160.015/9/- Type S. E. W. -27 (6,750 pounds per fall).  

 160.015/97/- Type 750-C4-EG (5,500 pounds per fall).  

 MODERN BOAT & ENGINEERING CO      
 160.015/11/- Type W. H. 3402 (8,800 pounds per fall).  

 160.015/12/- Type W. H. 3407 (3,500 pounds per fall).  

 NEW ENGLAND TRAWLER EQUIPMENT CO  
 160.015/14/- Type New England" (2 
 1560 
 NORTHERN LINE MACHINE & ENGRG CO  
 160.015/141/- Type NL 24 UP (Hercules) (5,320 lb. per fall)  

 OCEAN SCIENCE & ENGINEERING, INC  
 160.015/100/- Model 2040 (11,000 pounds on a single-part fall).  

 SCHAT-DAVIT COMPANY GMBH          
 160.015/157/- Type BE 6.0 IMO i/D lifeboat winch, maximum working load of 6,118 kg (13,490 lb)  
 pull at the drums [3,059 kg (6,745 lb) per fall].  

 160.015/169/- Type BE4500/981 lifeboat or combined life- and rescue boat winch; maximum safe  
 working load 4500 kg at the drums using two-part falls.  

 SCHAT-MARINE SAFETY CORPORATION   
 160.015/105/- Type M-13 single-fall (1,300 lb.)  



 160.015/109/- Type 33-M (3,300 lb. per fall)  

 160.015/113/- 

 160.015/123/- Type BE 6.0 (6,720 lb. per fall)  

 160.015/129/- 

 160.015/130/- Type BE 7.3 winch; maximum working load 16,050 lbs pull at the drums (8,025 lbs per 
  fall).  

 160.015/132/- Type BE 7.9 (8,848 lb. per fall)  

 160.015/133/- Type BE 6.0 (6,720 lb. per fall)  

 160.015/135/- Type USW/ 7.92 (8,870 lb. per fall)  

 160.015/147/- Type BE 4.0 single-fall (6,950 lb.)  

 160.015/154/- Type BE 6.0-MK II (6,050 lb. per fall)  

 160.015/155/- Type BE 6.0 IMO lifeboat/rescue boat winch, maximum working load 13,200 lb pull at  
 the drums (6,600 lb per fall).  

 160.015/44/- Type H (3,300 pounds per fall) (for mechanical davits only using not more t han 7  
 wraps of 1/2 diameter wire rope). " 

 160.015/45/- Type CL-17.5.55 (8,750 pounds per fall).  

 160.015/50/- Type HM (3,300 lb. per fall)  

 160.015/56/- Type CL-17.5A (5,750 pounds per fall).  Approved for use on S.S. CONSTITUTI ON  
 and S.S. INDEPENDENCE only.  

 160.015/67/- Type HPH (3,150 pounds per fall for use with Type SPD-24 mechanical davit o nly  
 using 2 wraps of 1/2 diameter wire rope). " 

 160.015/69/- Type HPM (3,150 pounds per fall for use with Type SPD-24 mechanical davit o nly  
 using 2 wraps of 1/2 diameter wire rope). " 

 160.015/75/- Type 31 H (3,100 lbs. per fall).  

 160.015/76/- Type 31 M (3,100 lbs. per fall).  



 160.015/78/- Type CL-17.5B (5,125 lbs. per fall).  

 160.015/79/- Type R55-G (5,560 pounds per fall).  

 160.015/87/- Type 35-G (3,750 pounds per fall).  

 160.015/91/- 

 160.015/93/- Type 35G-MK II (3,750 lb. per fall)  

 160.015/94/- Type 55G-MK II (5,500 lb. per fall)  

 SPECO DIVISION                    
 160.015/98/- Type WCL-5875 (11,000 pounds on a single fall).  

 SURVIVAL SYSTEMS INTERNATIONAL    
 160.015/125/- Model W5001 survival capsule winch; single-fall (20,000 lb.)  

 160.015/151/- Model W2800 high-speed launching winch for survival capsule; maximum working  
 load 6820 kg (15,000 lb) on a single-part fall.  

 160.015/153/- Model W5000 high-speed survival capsule launching winch; maximum working load  
 20,000 lb on a single-part fall.  

 160.015/95/- Hydraulic Launching system (10,500 lbs. single-part fall).  

 UMOE SCHAT-HARDING AS             
 160.015/145/- Type SWE-48-120 single-fall (23,100 lb.)  

 160.015/148/- Type SWE-14-180 D rescue boat, single-fall (8,820 lb.)  

 160.015/179/- Harding type RW 08 SSR life/rescue boat winch with hydraulic speed governing brake.  

 160.015/180/- Harding type LW 08 SSR lifeboat winch with hydraulic speed governing brake.  

 UMOE SCHAT-HARDING B.V.           
 160.015/188/- Type FME 194 life/rescue boat winch; maximum safe working load is 13.5 kN (1375 kg) 
  on a single-part fall.  

 UMOE SCHAT-HARDING INC.           



 160.015/108/- Type BE 7.3 winch (8,025 lbs. per fall).  

 160.015/115/- Type BE 6.0 lifeboat winch: maximum working load 13,440 lb pullat the drums (6,720  
 lb. per fall).  

 160.015/116/- Type BE 6.0-MK II (6,720 lb. per fall)  

 160.015/117/- Type 7.9 (8,840 lb. per fall)  

 160.015/120/- Type USW/ 7.4 (8,288 lb. per fall)  

 160.015/126/- Type USW/ 9.3 (10,416 lb. per fall)  

 160.015/128/- Type USW/ 5.52 (6,183 lb. per fall)  

 160.015/134/- Type USW/ 10.0 (11,200 lb. per fall)  

 160.015/136/- Type USW 7.4 D (8,288 lbs. per fal  l).  

 160.015/138/- Type USW/ 7.92 (8,870 lb. per fall)  

 160.015/139/- Type USW/ 3.0; single-fall drum (6,720 lb.)  

 160.015/146/- Type BE 3.8 lifeboat winch; maximum working load 3860 kg (8500 lb)  pull at the  
 drums (1930 kg (4250 lb) per fall).  

 160.015/149/- Type USMW 7.4 lifeboat winch (metric design).  Maximum working load of 16,576 lbs  
 pull at the drums (8,288 lbs per fall).  

 160.015/150/- Type USMW 9.3 lifeboat winch (metric design).  Maximum  working load of 20,832 lbs  
 pull at the drums (10,416 lbs per fall).  

 160.015/156/- Types BE 11500, BE 11500 MK I, and BE 12500 lifeboat winches; maximum  working  
 loads 11,500 and 12,500 kg pull at the drums, respectively.  

 160.015/161/- Types BE6000, BE7000, BE7800, and BE9300 lifeboat winches; last four figures for  
 each type indicate maximum safe working load in kg.  

 160.015/162/- Type BE 7800 lifeboat winch, maximum load 7,800 kg (17,200 lb) pull at the drums  
 [3,900 kg (8,600 lb) per fall].  

 160.015/163/- Type BE 4.0 rescue boat winch; maximum working load 7,800 lb on a single drum.  

 160.015/164/- Type BE 11.5 lifeboat winch, maximum load 25,760 lb pull at the drums (12,800 lb  
 per fall).  



 160.015/170/- Types BE 3000 and BE 3800 rescue boat winches; maximum safe working loads 3,000 
  kg and 3,800 kg, respectively, on a single drum.  

 160.015/184/- Type BE4500 MRT rescue boat winch, for use with Miranda" type davit; maximum safe 
  working load 4500 kg pull at the drums. " 

 UMOE SCHAT-HARDING LTD.           
 160.015/158/- Type BE 4.5 IMO lifeboat winch, maximum working load of 4,590 kg (10,100 lb) pull  
 at the drums [2,295 kg (5,050 lb) per fall].  

 160.015/167/- Type BHY/5300 rescue boat winch for use with hydraulic hoisting motor; maximum  
 safe working load 5300 kg pull at the drums.  

 160.015/168/- Type BHY 3500 rescue boat winch for use with hydraulic hoisting motor; maximum  
 safe working load 3500 kg pull at the drums.  

 160.015/171/- Schat type FME 3.4 rescue boat winch; approved for a maximum working load of 1638 
  kg on a single-part fall.  

 160.015/175/- Type BE4500RB rescue boat winch; maximum safe working load 4500 kg at the    
 drums.  

 VESTDAVIT A/S                     
 160.015/177/- Vestvinsj C-194-1 hydraulic rescue boat winch; approved for a maximum working load  
 of 1500 kg on a single-part fall.  

 160.015/178/- Vestvinsj C-194-1 hydraulic rescue boat winch; approved for a maximum working load  
 of 1500 kg on a single-part fall.  

 160.015/187/- Type Vestvinsj A-273-5D lifeboat winch; maximum working load 5000 kg on single-part 
  falls.  

 WELIN BOAT AND DAVIT DIVISION     
 160.015/15/- Type H68 (was Type HC) (3,400 lb. per fall)(for mechanical davits only usin g not more 
  than 7 wraps of 1/2 dia. wire rope). " 

 160.015/16/- Type H68N (formerly Type HC-N) (3,400 pounds per fall) (for use with mechan ical  
 davits only).  

 160.015/17/- Type H68S (formerly Type HSX)(3,400 pounds per fall) (for use with mechanic al davits 
  only).  

 160.015/18/- Type H68SN (formerly Type HSN) (3,400 pounds per fall) (for use with mechanical  
 davits only).  

 160.015/19/- Type D68 (formerly Type HSN) (3,400 pounds per fall) (for use with mechanical davits  
 only).  

 160.015/20/- Type C70 (formerly Type CWB Single Drum) (3,485 pounds per fall) (for use w ith  
 mechanical davits only).  

 160.015/21/- Type C70N (formerly Type CWB-N)(3,485 pounds per fall) (for use with mechan ical  
 davits only).  



 160.015/22/- Type B110 (formerly Type CWB Double Drum) (5,500 pounds per fall).  

 160.015/23/- Type B135 (formerly Type CWB-6)(6,750 pounds per fall).  

 160.015/24/- Type B135N (formerly Type CWB-6N) (6,750 pounds per fall).  

 160.015/25/- Type V65 (formerly Type CV) (3,250 pounds per fall).  

 160.015/26/- Type B172 (  9,000 pounds per fall).  

 160.015/27/- Type B172N (9,000 pounds per fall).  

 160.015/28/- Type B-200 (10,000 pounds per fall).  

 160.015/29/- Type B172H (formerly Type BWB Horizontal) (8,600 pounds per fall).  

 160.015/30/- Type A150 (formerly Type A) (7,500 pounds per fall).  

 160.015/31/- Type A200 (formerly Type AH) (10,000 pounds per fall).  

 160.015/32/- Type A150H (formerly Type AHS Horizontal) (7,500 pounds per fall).  

 160.015/33/- Type A150V (formerly Type AHS Vertical) (7,500 pounds per fall).  

 160.015/43/- Type H40 (former  ly Type HWA) (2,000 pounds per fall).  

 160.015/48/- Type A150S (7,500 pounds per fall).  

 160.015/52/- Type B-152 (5,500 pounds per fall).  

 160.015/53/- Type C-70A (3,500 lb. per fall) (for mechanical davits only per fall using not more than 
  4 wraps of 9/16 dia. wire rope). " 

 160.015/54/- Type A-150AH (7,500 pounds per fall).  

 160.015/57/- Type H21G (1,050 pounds per fall).  

 160.015/59/- Type A-190A (9,500 pounds per fall).  



 160.015/61/- Type A-54A (2,700 pounds per fall).  

 160.015/62/- Type B-135M (6,750 pounds per fall).  

 160.015/66/- Type B-135-M-N (6,750 pounds per fall).  

 160.015/68/- Type H-68R (3,400 pounds per fall) (for mechanical davits only using not mo re than 7  
 wraps of 1/2/ diameter wire rope). " 

 160.015/72/- Type B-135-H (6,750 pounds per fall).  

 160.015/73/- Type H-55A (2,750 pounds per fall) (for use with Type G-55P gravity pivot d avit).  

 160.015/74/- Type B-135-HE (4,500 pounds per fall).  

 160.015/80/- Type B135-B (6,750 pounds per fall).  

 160.015/81/- Type B135-B-M (6,750 pounds per fall).  

 160.015/82/- Type P-62-S ((3,125 pounds per fall) (for use with Type G-62-P davit).  

 160.015/83/- Type H-68-RA-M, aluminum (3,400 pounds per fall).  

 160.015/86/- Type CGB0135 MV (6,750 pounds per fall).  

 160.015/88/- Type CGB0135 MV (6,750 pounds per fall).  

 WELIN-MACLAUGHLIN DAVITS, LTD.    
 160.015/84/- Type G.S. 8- lifeboat winch.  


