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160.033 - Lifeboat Mechanical Disengaging Apparatus

"Approved" items are approved for current manufacture - "Former May Use" items are no longer manufactured, but may continue in use

APPROVED
ERNST HATECKE GMBH
160.033/92/- Type GFF(T)-8.1M, Free-Fall lifeboat release and holding device, approved for a

working load of 3700 kg.

SURVIVAL SYSTEMS INTERNATIONAL
160.033/70/- Whittaker Disengaging Apparatus, approved for maximum working load of 66.7 kN
(15,000 Ib), used only as a single hook.

160.033/75/- Whittaker Model 510-111 Disengaging Apparatus, used only as a single hook.
Approved for maximum working load of 35.6 kN (8.000 Ib).

UMOE SCHAT-HARDING INC.

160.033/39/- Rottmer type S-1 releasing gear. Maximum working load of 9680 kg(21,300 Ib) per set
(4840 kg (10,650 Ib) per hook).

FORMER-MAY USE

AGDERPRODUKTER A/S
160.033/79/- TOR" type on-load release gear
160.033/80/- TOR" type
160.033/81/- TOR" type on-load release gear

C C GALBRAITH & SON, INC

160.033/1/- Steward Type A (7,650 Ibs. per hook).
160.033/2/- Steward Type B (11,200 Ibs. per hook).
160.033/3/- Rottmer Type, size A (6,000 Ibs. per hook).
160.033/4/- Rottmer Type, size C (9,150 Ibs. per hook).

160.033/5/- Mills Type (11,500 Ibs. per hook).



160.033/54/- Rottmer Type, size D (12,500 Ibs. per hook ).

160.033/59/- Rottmer Type, size B-10 (10,500 Ibs. per hook).

FR FASSMER GMBH & CO

160.033/83/- 4.3 Tonne on-load mechanical disengaging apparatus, safe working load 4300 kg
(9477 Ib) per hook.

FRANK MORRISON & SON CO

160.033/20/- Rottmer Type A (4,500 Ibs. per hook).
160.033/21/- Rottmer Type B (5,500 Ibs. per hook).
160.033/22/- Rottmer Type C (7,100 Ibs. per hook).

IMPERIAL LIFEBOAT & DAVIT CO, INC

160.033/10/- Rottmer Type R-2 (9,500 Ibs. per hook).
160.033/11/- Rottmer Type R-3 (9,100 Ibs. per hook).
160.033/12/- Rottmer Type ORS5 (12,600 Ibs. per hook).
160.033/6/- Mills Type F (6,000 Ibs. per hook).

160.033/7/- Mills Type G (6,000 Ibs. per hook).

160.033/8/- Rottmer Type, assembly A (6,200 Ibs. per hook).
160.033/9/- Rottmer Type R-1 (7,650 Ibs. per hook).

KARGARD BOAT AND ENGINE CO
160.033/13/- Rottmer Type 5A (10,200 Ibs. per hook).

LAKE SHORE, INC.
160.033/28/- Rottmer type size 299 releasing gear.

LANDLEY CO, INC



160.033/14/-

Stewart Type A (4,250 Ibs. per hook).

LANE MARINE TECHNOLOGY, INC

160.033/15/-

160.033/16/-

160.033/17/-

160.033/18/-

160.033/19/-

160.033/26/-

160.033/27/-

160.033/42/-

160.033/46/-

160.033/49/-

160.033/51/-

Mills Type, size C (6,500 Ibs. per hook).

Mills Type, size D (9,500 Ibs. per hook).

Rottmer Type size A (6,500 Ibs. per hook).

Rottmer Type, size B (10,300 Ibs. per hook).

Rottmer Type, size C (13,530 Ibs. per hook).

Rottmer type size 297 releasing gear.

Rottmer type size 298 releasing gear.

Rottmer type size 0.1 releasing gear.

Rottmer type size 0-1-0, releasing gear.

Type RG-12 (1,250 Ibs. per hook) limited to installation in lifeboats carri ed under
Type TG-9.5 telescopic gravity davit.

Rottmer type size 0-1-02, releasing gear.

LUNN LAMINATES, INC

160.033/55/-

160.033/57/-

Rottmer Type A-7 (6,750 Ibs. per hook).

Rottmer Type B-10 (10,000 Ibs. per hook).

SCHAT-MARINE SAFETY CORPORATION

160.033/30/-

160.033/31/-

160.033/38/-

Rottmer Type A-1 (10,650 Ibs. per hook).

Rottmer Type A-2 (18,770 Ibs. per hook).

Mills Type R (10,000 Ibs. per hook).



160.033/40/- Rottmer Type L-1 (14,800 Ibs. per hook).

160.033/53/- Rottmer Type L-1B (18,500 Ibs. per hook ).

SURVIVAL SYSTEMS INTERNATIONAL

160.033/60/- Rottmer type releasing gear, approved for a maximum working load of 15,000 Ibs. per
hook.

160.033/61/- Rottmer type releasing gear.

160.033/64/- Rottmer type releasing gear, approved for maximum working load of 25,000 pounds
per hook.

160.033/67/- Whittaker Disengaging Apparatus.

160.033/68/- Model 504-111 Disengaging Apparatus, used only as a single hook.

160.033/71/- Whittaker Disengaging Apparatus, for low temp. applications used only as a single

hook. Approved for maximum working load of 85.3 kN (19,176 Ib).

160.033/74/- Whittaker Model 508-111 Disengaging Apparatus, used only as a single hook.
Approved for maximum working load of 5000 kg (11,000 Ib).

UMOE SCHAT-HARDING AS
160.033/76/- Single fall lowering hook for lifeboat.

160.033/78/- Type H-80M, Group |, mechanical disengaging apparatus for lifeboats. Maximum
rated load 6,678 kg (14,692 Ib) per hook.

160.033/90/- Type H-80 HS, Group |, release mechanism for lifeboats, hydraulically operated.
Maximum rated load 6,678 kg (14,692 Ib) per hook.

UMOE SCHAT-HARDING INC.

160.033/43/- Rottmer type L-1A releasing gear. Maximum working load 16,640 kg (36,600 Ib) per
set (8320 kg (18,300 Ib) per hook).

160.033/52/- Type B-1, Rottmer type releasing gear. Maximum working load 6360 kg (14,000 Ib)
per set (3180 kg (7000 Ib) per hook).

160.033/65/- Rottmer Type, Welin size 299, modified (7,860 Ibs. per hook).

160.033/66/- Viking on-load release gear.

160.033/69/- Titan Release Gear. Maximum working load 14,090 kg (31,000 Ib) per set (7045 kg

(15,500 per hook).



160.033/73/-

160.033/87/-

160.033/88/-

Single Release Hook.

Titan Release Gear. Maximum working load of 8000 Ibs per hook.

Single release hook, off-load type, maximum load 10,000 Ib.

WELIN BOAT AND DAVIT DIVISION

160.033/23/-

160.033/24/-

160.033/25/-

160.033/35/-

160.033/36/-

160.033/37/-

160.033/44/-

160.033/47/-

Mills Type Size A" (6

Mills Type Size B" (11

Mills Type Size C" (17

Steward Type A (5,160 Ibs. per h ook).

Steward Type B (8300 Ib per hook).

Rottmer Type R-50 (5,000 Ibs. per hook).

Type T-9.5 (950 Ibs. per hook).

Rottmer Type Size 298-C (12,500 Ibs. per hook).

WILLIAM MILLS (MARINE) LTD

160.033/84/-

160.033/85/-

160.033/86/-

Titan on-load release gear, approved for a maximum working load of 3000 kg (6612
Ib) per hook.

Titan on-load release gear, approved for a maximum working load of 5000 kg (11020
Ib) per hook.

Titan on-load release gear, approved for a maximum working load of 6000 kg (13224
Ib) per hook.



