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ANNEX 4
TM CONVENTION proposals AND ROUND 2 RESULTS

Issue 1.c:  Trainable Rudders & Rudderless Ships (6 Responses)
Proposal 1 (6 Preferred)  Revise Article 2(8) to read:  “ . . . on that waterline, if that be greater.  If a ship does not have a rudder stock, the length shall be 96 per cent of the total length on the waterline at 85 per cent of the least moulded depth.  In ships designed with a rake . . . ”.
Issue 3.a:  Requirement for a Deck Above to Bound Enclosed Space (5 Responses)
Proposal 1 (5 Preferred)  Revise Regulation 2(4) to read:  “. . . portable partitions or bulkheads, or by decks or coverings other than permanent or movable awnings.  No break . . . nor the absence of a deck, partition, or bulkhead, shall preclude . . . ”.
Issue 3.o:  Width of End Openings (3 Responses)
Proposal 1 (3 Preferred)  Establish a new Regulation 2(5)(a)(iv), which reads:  “The space within an erection opposite an end opening can take place in structures which are not side to side (e.g., round houses).  The opening must have a width equal to or greater than 90 per cent of the width of the erection measured at deck level at the line of the opening of the space.  The space must be bounded by "at most" one boundary bulkhead and the opening must face compulsorily this boundary bulkhead.  The space within an erection opposite an end opening is not exclusively for spaces perpendicular to the longitudinal axis of the ship, but may be situated in any direction.”
Issue 4.d:  Fitting of Grates Over Side/End Openings (1 Response)
Proposal 1 (1 Preferred)  Revise Regulation 2(5)(b) to read:  “ . . . or stanchions fitted at the ship´s side, provided that  a) the distance between the top of the rails or the bulkwark and the curtain plate is not less than 0.75 m (2.5 ft) or one third of the height of the space, whichever is greater and b) the fitting of such railings or the bulkwark is for protecting cargo and/or spaces from sea or weather (Figure 7 in Appendix 1).”  Additionally, revise Regulation 2(5)(c) to read:  “ . . . one-half of the breath of the deck in way of the opening.  The presence of railings or grates over these spaces fitted for security purposes shall not preclude such spaces from being treated as an excluded space (Figure 8 in Appendix 1).  However, if such openings are fitted with solid means of closure, this space should be treated as an enclosed space since this is one of the three conditions of Regulation 2 (5) that disqualifies an excluded space.”
Issue 5.b:  Impact of End Opening Obstructions (2 Responses)
Proposal 1 (2 Preferred)  Revise Regulation 2(5)(a) to add a new subparagraph (a)(iv), which reads:  “External obstructions to the opening where the separation is greater than half the breadth (B/2) of the structure should be ignored.  If such obstructions are located within at least half the breadth (B/2) of the structure but whose volume is not included in tonnage, then they should also be ignored.”
Issue 5.c:  Excluding Space Opposite an End Opening as a Recess (2 Responses)
Proposal 1 (2 Preferred)  Add the following text at the end of Regulations 2(5)(e):  “The recess must be bounded by at least two boundary bulkheads.  Boundary bulkheads are those bulkheads which themselves form a boundary to an enclosed space.”
Issue 5.g:  Structures Along the Line of an Opening (1 Responses)
Proposal 1 (1 Preferred)  Add the following text at the end of Regulations 2(5)(a)(i):  “The presence of structures like a transverse bulkhead or any other structure along the line of the opening which prevents it from being deck to deck, except for the stanchions necessary for its support, would disqualify a space within an erection opposite an end opening.”
Issue 5.h:  Adjoining Deck Beams on End Openings (1 Responses)
Proposal 1 (1 Preferred)  Revise Regulation 2(5)(a)(i) to read:  “ . . . one half of the width of the deck at the line of the opening (Figures 1 and X in Appendix 1).”  (accompanying figure X is found at the end of this annex)
Issue 5.j:  Height of Side Opening Railings (2 Responses)
Proposal 1 (2 Preferred) Same as the revision to Regulation 2(5)(b) of Proposal 4.d.1.
Issue 6.a:  Treatment of Spaces Inside the Hull as Open to the Sea (5 Responses)
Proposal 1 (1 Preferred)  Revise Regulation 6(3) to read:  “ . . . from the total volume.  For a space to be treated as open to the sea, it has to be in free communication with the sea.  Also, the clear opening, not including any grating, must be more than 75 % of the bounded space to which it provides access.”

Proposal 2 (4 Preferred)  Revise Regulation 6(3) to read:  “Volumes of spaces open to the sea shall be excluded from the total volume.”

Issue 6.d:  Large Volumes of Spaces Open to the Sea (3 Responses)
Proposal 1 (3 Preferred)  Revise Regulation 6(3) to read:  “Volumes of spaces open to the sea may be excluded from the total volume of all enclosed spaces (V).  For the space to be excluded as open to the sea, it has to be in free communication with the sea.  Also, the clear opening, not including any grating, must be more than 75% of the bounded space to which it provides access.  Volumes open to the sea should not be excluded from the total volume if the spaces are appropriated for holding cargo and/or contributing to obtain additional buoyancy for the ship.”
Issue 7.a:  Remeasurement Following Alterations (6 Responses)
Proposal 1 (6 Preferred)  Revise Article 10(1) to read:  “ . . . such as would necessitate an increase or decrease in gross tonnage or net tonnage.”
Issue 9.a:  Listing of Spaces on the Certificate (4 Responses)
Proposal 1 (4 Preferred)  Revise Annex II by adding a fourth column to the gross and net tonnage tables on the reverse side of the International Tonnage Certificate (1969) form.  The fourth column shall have the heading “Volume”.  The volume figures shall be in cubic metres.
Issue 9.c:  Listing Excluded Spaces on the Certificate (3 Responses)
Proposal 1 (3 Preferred)  Revise Annex II to remove the “Excluded Spaces” box from the International Tonnage Certificate (1969) form.

Issue 11.d:  Treatment of Crew Accommodation Spaces (4 Responses)
Proposal 1 (4 Preferred)  Revise Regulation 2(5) to read:  “Notwithstanding the provisions of paragraph (4) of this Regulation, the spaces referred to in subparagraphs (a) to (f) inclusive of this paragraph shall be called excluded spaces and shall not be included in the volume of enclosed spaces, except that any space referred to in subparagraphs (a) to (e) which fulfils at least one of the following three conditions shall be treated . . .  twice the width of its entrance (Figure 10 in Appendix 1) . . . 
“(f)  A space exclusively dedicated to the accommodation of ship's crew.”
FIGURES FOR TM CONVENTION

Figure X: TM Convention Proposal 5.h.1

where d = curtain plate depth, s = stiffener, ab = adjoining beam

***































































� Numbers in parentheses following each issue refer to the total number of Round 2 Questionnaire respondents who selected a preferred proposal for that issue.  Numbers in parentheses following each proposal number refer to the numbers of respondents indicating the proposal is the one they preferred the most.






