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MSM Volume IIMSM Volume II

• Guidance for marine inspectors in enforcing 
domestic regulation including interpretationsdomestic regulation including interpretations 
of US Code, CFR, international regs, etc.

/• Guidance for vessel owners/operators in 
implementing regulatory compliance, vessel 

h bor administrative changes , and business 
practices
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Documenting Dry Dock 
Dates

• The “Next Exam” date entries shall reflect the last day of 
the month the drydock or ISE is completed. 
– Examples: 2 year interval for drydock

• Drydock examination is completed 05May15
• “Next Exam” date shall reflect 31May17 

• When the examination is delayed, the “Next Exam” dates 
shall reflect the last day of the month for from the “Last 
Exam” entry y
– Example: 2 year interval for drydock

• Drydock due 31 May 15 but not completed until 10 Jun 15
• “Next Exam” date would be 31 May 17y
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US Vessels operating in 
foreign countries

• The following COTP offices are now 
conducting domestic inspections in theconducting domestic inspections in the 
detailed locations

• Sector Miami will conduct inspections for 
vessels working in the Bahamas 

• Sector San Juan will conduct inspections for 
vessels working in the Carribean 
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Testing Engine ShutdownsTesting Engine Shutdowns

• Applicability: Main Engines and Auxiliary Engines
• Overspeed devices and low lube oil shut downs tested p
at COI and periodic inspections

• Tests should be conducted as is most reasonably 
ti l ith t i d i k t i tpractical without causing undue risk to equipment

– Low lube oil pressure test procedures should not include 
restricting flow of oilg

• All tests should be conducted IAW approved PSTP’s
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Boiler and Equipment InspectionsBoiler and Equipment Inspections
• TABLE 61.05‐10—INSPECTION INTERVALS FOR BOILERS

Firetube boiler≥150 psi Watertube boiler Any firetube boiler for propulsion Firetube boiler<150 psiFiretube boiler≥150 psi      Watertube boiler        Any firetube boiler for propulsion Firetube boiler<150 psi

• Hydro Test:
• Passenger Vessel 2.5 2.5 1 2.5
• Other Vessel 2.5 5 1 5
• Fireside Inspection 1 2.5 1 2.5
• Waterside Inspection 1 2.5 1 2.5
• Boiler Safety‐Valve Test 1 2.5 1 1
• Valves Inspection 5 5 5 5• Valves Inspection 5 5 5 5
• Studs and Bolts Inspection 10 10 10 10
• Mountings Inspection 10 10 10 10
• Steam Gauge Test 2.5 2.5 2.5 2.5g
• Fusible Plug Inspection 2.5 2.5 2.5
• 1

All intervals are in years.
– 2

Where the 2.5‐year interval is indicated: two tests or inspections must occur within any five‐year period, and no more than three years may elapse between any test or 
inspection and its immediate predecessor.

• 3
Intervals for hybrid boilers are the same as for firetube boilers.
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Boiler’s continuedBoiler s continued

• Updated intervals
• Updated guidance for small auxiliary boilers• Updated guidance for small auxiliary boilers 
installed on SPV’s
Ri t d b il t i t d t hi t i• Riveted boilers now restricted to historic 
vessels or older vessels with simple 

i ti i treciprocating engine systems
• Relief valve testing updated to include each 
inspection if indications necessitate

09/12/2016
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Boiler’s continuedBoiler s continued

• Updated intervals
U d t d id f ll ili b il• Updated guidance for small auxiliary boilers 
installed on SPV’s
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Questions?
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